


MONOCRYSTALLINE
166 HALF CELL SERIES

ELECTRICAL PERFORMANCE

Module Diagram:

300351
Module T QJM435 QJM440 QJM445  QIM450 QJM455 QJIM460 T T
odule Type AR MNP F TR AR
-144H(9BB) -144H(9BB)-144H(9BB)-144H(9BB)-144H(9BB)-144H(9BB) A R
i
Power output Pumax Wp 435 440 445 450 460 | | | |
: i
e
Voltage at Pmax Vow V. #13 as  ar M8 424 423 T A AR
A RO AR
Current at Pmax Imp A 10.54 10.61 10.68 10.74 10.81 10.88 SR (AT
— O 0 R0
Open-circuit voltage Vee v 495 49.68 49.88 50.1 50.36 50.64 S [T
; o il i
ort-circuit current so 11.15 11.23 11.31 11.38 11.45 11.52 R
i
Module Efficienc Eff. . X X . 20.52 . B RS ARER A AR
4 %1963 1985 2008 203 2075 A
AR QAR A A
AR QAR A A
i
TEMPERATURE & MAXIMUM RATINGS T
Temperature coeffcient of Pmax 039%/C IlIIIIIIII||||||||||IIIIIIIIIIIIIIIIIII|||||||||||||||||||||
103842
Temperature coefficient of Voc -0.32%/C
Temperature coefficient of Isc 0.055 %/ C E
&|Mounting hotes
Operational Temperature -45C~+85C ‘=' 2002 | |
NowBER I
Maximum System Voltage 1000/1500VDC [ o QT
Max Series Fuse Rating 25A
Grounding holes
MECHANICAL CHARACTERISTICS 9 3T Vs 10
Front cover (material / thickness) low-iron, high transmission, tempered AR coated glass, 3.2mm S .
negative (- ) Junction Box positive ( +)
Backsheet (color) white/black
Solar Cell (quantity / material / dimension) 144(6*12+6*12), monocrystalline, 9BB, 166*83mm
A
Frame (material / color) anodized aluminum alloy, silver/black T
Junction box ( protection degree) IP 68, 3 Schottky bypass diodes e L
N\
( \
Cables & Plug connectors 300mm, 4mm? & MC4 compatible e
Module Dimensions (L/W /H) 2094*1038*30/35mm 103822
Module Weight 25kg
Electrical Curves:
PACKING DETAILS 14 : : . . T
Cells temp. = 25 °C
Container 20'GP 40'GP 12k i
Incident Irrad. = 1000 W/m?
Pieces per pallet 31PCS+4PCS/36PCS+4PCS 31PCS+4PCS /36PCS +4PCS 10l i
Incident Irrad. = 800 W/m?
Pallets per container 5P 22P = s i
g Incident Irrad. = 600 W/m?
Pieces per container 175PCS/200PCS 726PCS/836PCS 3 e 4
Incident Irrad. = 400 W/m?
4 |
Incident Irrad. = 200 W/m?
2k |
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3 Incident Irrad. = 1000 W/m?
ar Cells temp. = 10 °C |
—— Cells tem| 5 °C
Cells tem) 0 °C
—— Cells tem 5 °C
2 —— Cells temp. = 70 °C b
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